
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

■�Features

 

● Silicon Planar Power Zener Diodes 

for use in stabilizing and clipping circuits with  

high power rating. Standard Zener voltage 

tolerance is 10%. Add suffix A for 5%  

tolerance. Other tolerances available 

upon request. 
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■ Ordering Information (Example)

PREFERED PACKAGE CODE
MINIMUM

PACKAGE(pcs)
INNER BOX

QUANTITY(pcs)
OUTER CARTON
QUANTITY(pcs)

DELIVERY MODE

1N4728A THRU 1N4764A DO-41 5000 5000 50000 Ammo box

■ Outline Dimensions

DO -204AL ︵DO -41 ︶

Unit: in inches (millimeters)

HP
文本框
1N4728A THRU 1N4764A

HP
文本框
SILICON PLANAR POWER ZENER DIODES



 

Document Number:808001 An hui Anmei Semiconductor Co.,Ltd. www.amsemi.com.cn

Revision:21-Apr-28 ~ 5 ~

IMPORTANT NOTICE AND DISCLAIMER

AM RESERVES THE RIGHT TO MAKE CHANGES TO ALL PRODUCT, PRODUCT SPECIFICATIONS AND DATA

WITHOUT NOTICE TO IMPROVE RELIABILITY, FUNCTION OR DESIGN OR OTHERWISE. CUSTOMERS SHOULD

OBTAIN AND CONFIRM THE LATEST PRODUCT INFORMATION AND SPECIFICATIONS BEFORE FINAL DESIGN

PURCHASE OR USE.

AM disclaim any and all liability for any errors, inaccuracies or incompleteness contained in any datasheet or

in any other disclosure relating to any product.

All information are provided as-is, even it has qualified by the AEC-Q101 which satisfy industrial application

requirement, except as expressly stated in this data sheet is applied for automotive grade, AM make no

warranties, representation or guarantee, whether express, implied or statutory, including, without limitation,

regarding any merchantability, satisfactory quality, or fitness for a particular purpose with respect to AM.

AM does not assume any liability or compensation for any application assistance or customer product design,

and make no warranty or accept any liability with products, which are purchased or used for any unintended

or unauthorized application.

Except as expressly indicated in writing, AM products are not designed for use in medical, life-saving, or

lifesustaining applications or for any other application in which the failure of the AM product could result in

personal injury or death. Customers using or selling AM products not expressly indicated for use in such

applications do so at their own risk. Please contact authorized AM personnel to obtain written terms and

conditions regarding products designed for such applications.

No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this

document or by any conduct of AM. Product names and markings noted herein may be trademarks of their

respective owners.
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