
10/100BASE-T SINGLE PORT 
TRANSFORMER MODULES 
Industrial grade 

N001. A (09/20) 

Compliant with IEEE 802.3 standards 
350µH OCL with 8mA DC bias at 100KHz 100mV 
Lead finish: Pure tin 
Moisture Sensitivity Level: 1 

Mechanical
R1003NL 

Notes: For Tape & Reel Packaging, add “T” suffix at the end of the part number; i.e. R1003NLT. 
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SUGGESTED PCB LAYOUT

Electrical Specifications @ 25 °C — Operating Temperature - 40 °C to +85 °C 
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Electrical Schematic 
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Global Sales Representatives and Locations: 
http://www.inrcore.com

Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product names 
mentioned herein may be trademarks or registered trademarks of their respective owners. © Copyright, 2020. iNRCORE, LLC. All rights reserved. 

For More Information 
iNRCORE,LLC
311 Sinclair Road Bristol,
PA 19007-6812 U.S.A
Tel: + 1.215.781.6400
Fax: +1.215.7816430

Dongguan iNRCORE Co. Ltd
No.7, An Li Road, Changan Town, 
Dongguan City, China 
Tel: +0769 8165 9962



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 iNRCORE:   

  R1003NL  R1003NLT

https://www.mouser.com/inrcore
https://www.mouser.com/access/?pn=R1003NL
https://www.mouser.com/access/?pn=R1003NLT

	空白页面

