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NC7SB3157, FSA3157
Low Voltage, SPDT 4.0Ω Analog Switch
TTL/CMOS Compatible
Features
■ Useful in Both Analog and Digital Applications
■ Space-Saving, SC70 6-Lead Surface Mount Package
■ Ultra-Small, MicroPak™ Leadless Package
■ Broad VCC Operating Range: 1.7V to 5.5V
■ Rail-to-Rail Signal Handling
■ Power-Down, High-Impedance Control Input
■ Break-Before-Make Enable Circuitry
■ NC7SB3157P6 250MHz, 3dB Bandwidth
    FSA3157P6  300MHZ, 3dB Bandwidth

Description
The NC7SB3157 / FSA3157 is a high-performance, sin-
gle-pole / double-throw (SPDT) analog switch 4.0Ω
The device is fabricated with advanced sub-micron 

CMOS technology to achieve high-speed enable and 

disable times and low on resistance. The break-before-
make select circuitry prevents disruption of signals on 

the B Port due to both switches temporarily being 

enabled during select pin switching. The device is speci-
fied to operate over the 1.7 to 5.5V VCC operating
range. The control input tolerates voltages up to 5.5V,
independent of the VCC operating range.

 

 Ordering Information

 

Part Number              Top  Mark

 

Packing 
Package Description Method

 

NC7SB3157P6X-TUD              BB5X                                              6-Lead, SC70, 3000 Units on 
Tape and Reel

3000 Units onFSA3157P6X-TUDI                  BB5R                                              6-Lead, SC70,  
Tape and Reel
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 Absolute Maximum Ratings 

Condition Min Max 

   Power Supply Voltage (VDD to Vss) -0.5V +7.5V 

 Analog Input Voltage (NC NO or COM) Vss-0.5V VDD+0.5V 

PDB Input Voltage Vss-0.5V +7V 

 Operating Temperature Range -40°C +125°C 

 Junction Temperature +160°C 

  Storage Temperature Range -55°C +150°C 

 Lead Temperature (soldering, 10sec) +260°C 

 Package Thermal Resistance (TA=+25℃) 

 SOT23-6, θJA 190°C/W 

 SC70-6, θJA 333°C/W 

 ESD Susceptibility

HBM 3500V 

MM 300V 

 

           
                    

                 

Note: Stress greater than those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at these or any other conditions outside those indicated in the operational 

sections of this specification are not implied. Exposure to absolute maximum rating conditions for extended periods may affect 

 

 

 

 
        

 

 
 

reliability.
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Electrical Characteristics 

(At VS = +5V, and TA = +25℃, unless otherwise noted.)

PARAMETER SYMBOL CONDITIONS 
 

  
  

-40℃

~85
25℃

℃

-40℃

~125℃
LIMIT UNITS

   ANALOG SWITCH

            Analog Signal Range VVNO ,VNC ,VCOM S VS VS MAX V 

   
      

   
     On-Resistance

VS = 4.5V, VNO or VNC = 4V,

ICOM = -10mA, Test Circuit
RON

1 
4.0 TYP Ω

  

  
 

      

   
 

 
   

On-Resistance Match Between 

Channels

VS = 4.5V, VNO or VNC = 4V,

ICOM = -10mA, Test Circuit
ΔRON

1 
0.3 TYP Ω

       

   
     

VS = 4.5V, VNO or VNC = 4V,

ICOM = -10mA, Test Circuit 1 
0.8 MAX Ω

    

      

  

   

     

On-Resistance Flatness

VS = 4.5V, VNO or VNC = 1.0V, 2.0V, 

3.5V,

ICOM = -10mA, Test Circuit
RFLAT(ON)

1 

1.7 TYP Ω

      

  

   

     

VS = 4.5V, VNO or VNC = 1.0V, 2.0V, 

3.5V,

ICOM = -10mA, Test Circuit 1 

3.7 MAX Ω

       
     

   
    Source OFF Leakage Current

VS = 5.5V, VNO or VNC = 1.0V, 4.5V, 

VCOM = 4.5V, 1.0
INC(OFF) ,INO(OFF)

V 
±1 μMAX A 

        
       

      
    Channel ON Leakage Current

VS = 5.5V, VCOM = 1.0V, 4.5V

VNO or VNC = 1.0V, 4.5V, or floatin
INC(ON) ,INO(ON) ,ICOM(ON)

g 
±1 μMAX A 

  DIGITAL INPUTS

     
      

Input High Voltage
VS = 5

VINH

V 1.5 MIN V 

      VS = 3V 0.9 MIN V 

     
      

Input Low Voltage
VS = 5

VINL

V 0.55 MAX V 

      VS = 3V 0.45 MAX V 

                Input Leakage Current ±VS = 5.5V, VIN = 0V or 5.5IIN V 1 μMAX A 

NC7SB3157, 
FSA3157
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(At VS = +5V, and TA = +25℃, unless otherwise noted.)

PARAMETER SYMBOL CONDITIONS 
 

  
  

-40℃

~85
25℃

℃

-40℃

~125℃
LIMIT UNITS

   DYNAMIC CHARACTERISTICS

    

        

       

    

Turn-On Time TON

20 TYP ns 

        

 

       

    30 TYP ns 

    

      

       

    

Turn-Off Time TOFF

15 TYP ns 

        

 

       

    25 TYP ns 

 

  
 

         

       
    

Break-Before-Make Time 

Delay

5

TBBM

.0 TYP ns 

         

       
   8 TYP ns 

   
           

Skew TSKEW
           

VS = 5V, VNO or VNC = 3V, VIN_H = 1.5V, VIN_L = 

0V, 

RL = 300Ω, CL = 35pF, Test Circuit 2 

VS = 3V, VNO or VNC = 1.5V, VIN_H = 1.5V, VIN_L

= 0V, 

RL = 300Ω, CL = 35pF, Test Circuit 2 

VS = 5V, VNO or VNC = 3V, VIN_H = 1.5V, VIN_L = 

0V, 

RL = 300Ω, CL = 35pF, Test Circuit 2 

VS = 3V, VNO or VNC = 1.5V, VIN_H = 1.5V, VIN_L

= 0V, 

RL = 300Ω, CL = 35pF, Test Circuit 2 

VS = 5V, VNO1 or VNC1 = VNO2 or VNC2 = 3V,

RL = 300Ω, CL = 35pF, Test Circuit 3 

VS = 3V, VNO1 or VNC1 = VNO2 or VNC2 = 3V,

RL = 300Ω, CL = 35pF, Test Circuit 3 

VS = 5V, RS = 39Ω, CL = 50pF, Test Circuit 4 

VS = 3V, RS = 39Ω, CL = 50pF, Test Circuit 4 

   
    

     

    
Off Isolation

RL = 50Ω, Signal = 0dBm, 

 CL = 5pF, Test Circuit
OISO

5     

5 

2 

-51f=10MHz 

f=1MHz -72

TYP

TYP

TYP

TYP

ns 

ns 

db 

db 

   
      

 
     -3dB Bandwidth BW 120 TYP MHz

          CNC(OFF) ,CNO(OFF)

           

RL = 50Ω, Signal = 0dBm, CL = 5pF, Test 

Circuit 6 

f=1MHz 

f=1MHCNC(ON) ,CNO(ON) ,CCOM(ON) z 

5.5

15.5

TYP

TYP

pF 

pF 

   

          VS

          VS

            

Source OFF Capacitance

Channel ON Capacitance

POWER REQUIREMENTS

Power Supply Range

Power Supply Range

Power Supply Current IS

1.8

5.5

VIN = 0V or VS 1 

MIN

MAX

MAX

V 

V 

μA 

NC7SB3157, 
FSA3157
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Typical Performance characteristics

At TA=+25oC, and VS=+5V, unless otherwise noted. 
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NC7SB3157, 
FSA3157
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Parameter Measurement Information 

 
  

 

Test Circuit 1. On-Resistance

0.1μF

CL
35pF

RL

Vo

300Ω

ut
VDD

CNC/NO OM

IN

VSS
T TON O

55

FF

0% 0%

90%90%
Vout

IN

 
     

 

Test Circuit 2. Switching Times

 
      

 

Test Circuit 3. Break-Before-Make Time Delay

NC7SB3157, 
FSA3157
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 Parameter Measurement Information

 
      

 

Test Circuit 4. Output Signal Skew

 
    

 

Test Circuit 5. Off Isolation

 
     

 

 

 

Test Circuit 6. -3dB Bandwidth

NC7SB3157, 
FSA3157

 
 
 
 

 
 
 
 
 

重要通知与免责声明
深圳市钍地半导体有限公司将准确可靠地提供技术和可靠性数据（包括数据表）、设计资源（包
括参考设计）、应用或其他设计建议、WEB工具、安全信息和其他资源，但不保证任何缺陷，一切
以实物测试为准，并且不作任何明示或暗示的保证，包括但不限于对适销性的暗示保证、对特定
目的适用的暗示保证或不侵犯任何第三方知识产权的暗示保证。
这些资源旨在为使用钍地产品的熟练开发人员提供支持： (1) 为您的应用程序选择合适的产品；
(2) 设计、验证和测试您的应用程序； (3) 确保您的应用程序符合适用的标准和任何其他安全、
安保或其他要求； (4) 钍地和钍地标志是钍地半导体的注册商标。所有商标均为其各自所有者的
财产； (5) 有关更改详情，请查阅任何修订文件中包含的修订历史记录。资源可能会在不通知的
情况下更改。我公司将不对使用此产品及其使用而导致的专利或第三方知识产权的侵权负责。
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Package Information 

SC70-6 

NC7SB3157, 
FSA3157

 
 
 
 

 
 
 
 
 

重要通知与免责声明
深圳市钍地半导体有限公司将准确可靠地提供技术和可靠性数据（包括数据表）、设计资源（包
括参考设计）、应用或其他设计建议、WEB工具、安全信息和其他资源，但不保证任何缺陷，一切
以实物测试为准，并且不作任何明示或暗示的保证，包括但不限于对适销性的暗示保证、对特定
目的适用的暗示保证或不侵犯任何第三方知识产权的暗示保证。
这些资源旨在为使用钍地产品的熟练开发人员提供支持： (1) 为您的应用程序选择合适的产品；
(2) 设计、验证和测试您的应用程序； (3) 确保您的应用程序符合适用的标准和任何其他安全、
安保或其他要求； (4) 钍地和钍地标志是钍地半导体的注册商标。所有商标均为其各自所有者的
财产； (5) 有关更改详情，请查阅任何修订文件中包含的修订历史记录。资源可能会在不通知的
情况下更改。我公司将不对使用此产品及其使用而导致的专利或第三方知识产权的侵权负责。
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SOT23-6 

NC7SB3157, FSA3157

 
 
 
 

 
 
 
 
 

重要通知与免责声明
深圳市钍地半导体有限公司将准确可靠地提供技术和可靠性数据（包括数据表）、设计资源（包
括参考设计）、应用或其他设计建议、WEB工具、安全信息和其他资源，但不保证任何缺陷，一切
以实物测试为准，并且不作任何明示或暗示的保证，包括但不限于对适销性的暗示保证、对特定
目的适用的暗示保证或不侵犯任何第三方知识产权的暗示保证。
这些资源旨在为使用钍地产品的熟练开发人员提供支持： (1) 为您的应用程序选择合适的产品；
(2) 设计、验证和测试您的应用程序； (3) 确保您的应用程序符合适用的标准和任何其他安全、
安保或其他要求； (4) 钍地和钍地标志是钍地半导体的注册商标。所有商标均为其各自所有者的
财产； (5) 有关更改详情，请查阅任何修订文件中包含的修订历史记录。资源可能会在不通知的
情况下更改。我公司将不对使用此产品及其使用而导致的专利或第三方知识产权的侵权负责。

WWW.SZTDBDT.COM
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